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Brush Seals – StartecPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Brush seal 
For screw fixing

Order reference
Other filament heights available on request.

Brush Seals – StartecPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Brush seal 
For screwing underneath

SealsBrush Seals – StartecPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Brush seal 
For full mortice fitting

Dimensions in 
round brackets 
apply to the 
aluminium profile

> Material: Filaments: Horsehair or polyamide, 
carrier: Sheet steel or aluminium

> Finish: Filaments: Horsehair, natural colour or black, 
carrier: Galvanized or silver coloured anodized

Length
mm

Sheet steel
horsehair, 
natural colour

Aluminium,
polyamide, 
black

1000 950.06.080 950.06.085
1250 950.06.082 950.06.087
2000 950.06.083 950.06.088

> Material: Filaments: Polyamide, 
carrier: Aluminium

> Finish: Filaments: Black, 
carrier: Silver coloured anodized

Length Cat. No.
mm
1000 950.06.120
1250 950.06.122
2000 950.06.123

> Material: Filaments: Polyamide, 
carrier: Sheet steel

> Finish: Filaments: Black, 
carrier: Galvanized

Length Cat. No.
mm
1000 950.06.090
1250 950.06.092
2000 950.06.093
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