
Drill-In Hinges – Anuba
For interior doors
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Drill-In Hinges and Recessed HingesDrill-In Hinges – AnubaFor interior doorsPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Herkula 315 GL-RA, Herkula 315 GL-FR, 
Drill-in hinge 
For rebated doors up to 55 kg, 

for doors with small overlay distance

Installation

Drill-In Hinges and Recessed HingesDrill-in hinges – AnubaFor interior doorsPlanning and Construction

Herkula 316 GL-RA, Herkula 316 GL-FR, 
Drill-in hinge 
For rebated doors up to 60 kg

Installation

Herkula 315 GL-RA 

for blind frames

Herkula 315 GL-FR 

for lining frames

� Area of application: For wooden frames, 
for rebated wooden interior doors

� Version: For blind frames or lining frames (optional)
� Door weight: <55 kg
� Knuckle q: 15 mm
� Drill bit q : 6.3 mm step 1,  

7.2 mm step 2
� Overlay distance: >12 mm
� Bearing: Maintenance-free friction bearing 

technology
� Mounting: For DIN left and DIN right hand use
� Suitable for doors with small overlay distance

Herkula 315 GL-RA Herkula 315 GL-FR

Material Finish Cat. No.

Herkula 315 GL-RA for blind frames

Steel Nickel plated 922.40.170

White galvanized 922.40.190

Herkula 315 GL-FR for lining frames

Steel Nickel plated 922.40.070

White galvanized 922.40.090

Mounting aid for blind frames WKZ-HE315-RA ŹBB 6.53

Mounting aid for lining frames WKZ-HE315-FR ŹBB 6.53

AH315-MS-NK decorative sleeve ŹBB 6.46

AH315-KU-NK decorative sleeve ŹBB 6.46

Herkula 316 GL-RA 

for blind frames

Herkula 316 GL-FR 

for lining frames

� Area of application: For wooden frames, 
for rebated wooden interior doors

� Version: For blind frames or lining frames (optional)
� Door weight: <60 kg
� Knuckle q: 16 mm
� Drill bit q : 6.3 mm step 1,  

7.2 mm step 2
� Overlay distance: >14 mm
� Bearing: Maintenance-free friction bearing 

technology
� Mounting: For DIN left and DIN right hand use

Herkula 316 GL-RA Herkula 316 GL-FR

Material Finish Cat. No.

Herkula 316 GL-RA for blind frames

Stainless steel Matt 922.40.303

Steel Nickel plated 922.40.370

White galvanized 922.40.390

Herkula 316 GL-FR for lining frames

Stainless steel Matt 922.40.203

Steel Nickel plated 922.40.270

Mounting aid for blind frames WKZ-HE316-RA ŹBB 6.53

Mounting aid for lining frames WKZ-HE316-FR ŹBB 6.54

AH316-MS-ZK decorative sleeve ŹBB 6.46

AH316-KU-NK decorative sleeve ŹBB 6.46

BB 6.20 New products and systems


