
Castors
Furniture castors
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Table and Furniture Base FittingsCastorsFurniture castors –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Designer furniture castors

→ Load bearing capacity 50 kg

→ Load bearing capacity 50 kg

Hard running surface: For soft floors, e.g. carpet
Soft running surface: For hard floors, e.g. parquet flooring

Screw-on plate, 
steel, galvanized

Threaded pin, 
steel, galvanized

Housing: Polished chrome plated Housing: Aluminium coloured

Packing: 2 pieces

With brake Without brake Screw-on plate, steel, galvanized Threaded pin, steel, galvanized
! Hexagon nut SW13

Packing: 1 or 20 pieces

> Material: Housing: Zinc alloy, 
wheel: Plastic

> Wheel q: 67 mm
> Load bearing capacity: Approx. 50 kg/castor
> Version: Free running, with brake

Installation Installation height
mm

Running surface Housing: Polished chrome plated, 
wheel: Grey

Housing: Aluminium coloured, 
wheel: Grey

Screw-on plate 108 Soft 661.88.201 661.88.901
Threaded pin 104 Soft 661.88.202 661.88.902

> Material: Housing: Zinc alloy, 
wheel: Plastic

> Finish: Housing: Chrome plated
> Colour: Wheel: Dark anthracite
> Running surface: Soft
> Wheel q: 50 mm
> Load bearing capacity: 50 kg/castor

Installation Dim. Installation height Wheel width Cat. No.
mm mm mm

Free running, with brake
Screw-on plate 36.5 x 36.5 69 29 660.19.261
Threaded pin M10 x 15 67 29 660.19.289
Free running
Screw-on plate 36.5 x 36.5 69 29 660.18.264
Threaded pin M10 x 15 67 29 660.18.282

MB 12.77Find previous orders quickly.
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