
Häfele Dialock Electronic Access Control System
Furniture terminals and antennas
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Electronic Access Control SystemsHäfele Dialock Electronic Access Control SystemFurniture terminals and antennas –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.FAN 200 Antenna

Note
Reader range:
Approx. 25 mm with FT 200 and FAN 200 antenna (key fob).
The range may be smaller due to environmental reasons, for example if 
metal materials or magnetic fields (power supply line) are in the near 
proximity.
The FAN 200 antenna must not be installed behind or on metal surfaces 
or behind mirrors.

> Area of application: For indoor use, for installation in furniture
> Functionality: Offset reader unit for keys with integrated red/

green LEDs, for indication of the activation 
status for FT 200 / FT 200 CAP furniture 
terminals

> Version: With connection cable and coaxial plug

Technische Daten
Technology Tag-it™, Mifare Classic EV1,

Mifare DESfire EV1 and
Mifare DESfire EV2

Degree of protection IP67

The antenna can be connected directly to the output port of the
FT 200 furniture terminal.

The FAN 200 antenna is not suitable for installation in metal or 
metal coated furniture.

When installing 2 antennas, the distance between the antennas 
must be at least 250 mm.

Cable length Cat. No.
m
1 237.59.060
3 237.59.061
5 237.59.062

Installation example 
(A = antenna)

For recess mounting in 35/40 mm cup
drilling, mount antenna as close
as possible to the front.

MB 6.34 Recurring orders? Save as notepad.
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